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Pre-insulated Pipe Systems
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ASTM Ecoflex Thermal Single features Wirsbo hePEX tubing which is listed to ASTM F876 and F877.  
 

Part No. Part Description  Coil Dimension List Price/Foot

5016925 2½" Thermal Single with 6.9" Jacket, 300-ft. coil 78" x 42" $30.30

5016930* 3" Thermal Single with 7.9" Jacket, 300-ft. coil 85" x 49" $39.25

 
*3" Thermal Single is available upon request by contacting Uponor at 800.321.4739.

ASTM Ecoflex Thermal Twin features Wirsbo hePEX tubing which is listed to ASTM F876 and F877. 

Part No. Part Description  Coil Dimension List Price/Foot

5027925 2½" Thermal Twin with 7.9" Jacket, 300-ft. coil 83" x 49" $52.90

ASTM Ecoflex Potable HDPE features high-density polyethylene (HDPE) service pipe in ASTM sizes. The 
HDPE service pipe has no oxygen barrier and is manufactured in accordance with PE3408, PE3608 or 
PE4710; ASTM D3035 or F714 C3; AWWA C901 or C906; and NSF-61 or NSF-pw. 

Part No. Part Description  Coil Dimension List Price/Foot

5115513 1¼" Potable HDPE with 5.5" Jacket, 300-ft. coil 72" x 40" $16.65

5115515 1½" Potable HDPE with 5.5" Jacket, 300-ft. coil 72" x 40" $18.40

5115520 2" Potable HDPE with 5.5" Jacket, 300-ft. coil 72" x 40" $20.15

ASTM Ecoflex  
Thermal Twin

  Ecoflex Potable HDPE
Ecoflex Potable HDPE features high-density polyethylene (HDPE) service pipe. This pipe is the economical solution for pre-insulated 
distribution for chilled water, cooling and low-temperature heating applications. The tubing is surrounded by multi-layered, closed-cell, 
PEX-foam insulation and a waterproof, corrugated HDPE jacket, making it ideal for direct-burial applications. The HDPE service pipe used 
in Ecoflex Potable HDPE has the following hydrostatic ratings:

	 • 140°F at 80 psi 	 • 120°F at 101 psi	 • 100°F at 125 psi	 • 73°F at 160 psi

ASTM Potable HDPE

U.S. Catalog Supplement 
ASTM Ecoflex® Line Extension 
Uponor’s Ecoflex® Thermal Single is now available in 2½" and 3" ASTM sizes.* Thermal Twin is now available in 2½" ASTM. Ecoflex Thermal 
features Wirsbo hePEXTM tubing which includes an oxygen diffusion barrier layer, making it suitable for radiant applications. Potable HDPE is  
now available in 1¼", 1½" and 2" ASTM sizes, and features high-density polyethylene (HDPE) tubing that is suitable for potable water use. The 
tubing is surrounded by closed-cell, PEX-foam insulation and covered by a waterproof, corrugated HDPE jacket, making it ideal for  
direct-burial applications. 

ASTM Ecoflex  
Thermal Single
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WIPEXTM Fittings

WIPEX™ dezincification-resistant (DZR) brass compression fittings transition PEX service pipe to a male 
NPT thread for a watertight, leak-resistant system. WIPEX fittings are listed to ASTM F877.

Part No. Part Description Each Qty. Weight (Lbs./Ea.) List Price/Ea.

5550025 WIPEX Fitting 2Z\x" PEX x 2" NPT 1 2.8 $107.00

5550030 WIPEX Fitting 3" PEX x 2Z\x" NPT 1 4.6 $193.00

Note: WIPEX fittings meet NSF 14 and 61 standards.

ASTM WIPEX™ Fitting

Rubber End Caps

ASTM Single EPDM End Caps are used with ASTM Ecoflex Thermal Single and ASTM Ecoflex  
Potable HDPE.

Part No. Part Description Each Qty. Weight (Lbs./Ea.) List Price/Ea.

5855520 End Cap 1Z\v", 1Z\x  and 2" HDPE pipe, 5.5" Jacket 1 1.10 $75.00

ASTM Single EPDM Rubber 
End Cap

EPDM Rubber End Caps seal the exposed insulation between the jacket and service pipe after the pipe is cut to make a connection. Each End Cap 
includes a stainless-steel clamp and an EPDM rubber o-ring.   


